

PANEL 

Type: a-Si TFT LCD 
Size: 17.0" Diagonal 
Pixel Pitch: 0.264mm (H) x 0.264mm (V) 
16.7 Million Maximum Display Colors 

MAXIMUM RESOLUTION 

1280 x 1024 @ 75Hz 

BRIGHTNESS 

250cd/m 2 typical 

CONTRAST RATIO 

350:1 typical 

VIEWING ANGLE 

80780780780" (T/B/L/R) 

FREQUENCY 

Horizontal: 30~80kHz 

Vertical: 55~75Hz 

Maximum Pixel Rate: 135MHz 

PLUG & PLAY 

DDC: 1/2B 

POWER 

Adapter: Universal Input Voltage 100-240 VAC, 
12V Output 

On Working: 40W max. 

Standby, Suspend, Off: Less than 5W 

OSD CONTROLS 

Auto Tune 

Contrast / Brightness 
H/V Position 
H-Size 
Phase 

Color Control 
Auto Level 
OSD Position 
OSD Time-out 
Power Save Delay 
Language 
Information 

INPUT SIGNAL 

Video Input Analog: R, G, B 
Sync Type: Separate, Composite 
Input Terminal: 15-Pin D-sub 

REGULATIONS 

Safety: NRTLc 

EMI: FCC, CE(EN50082-1), VCCI, UL, CSA 
Low Radiation: TCO 99 

DIMENSIONS 

Panel: 413mm (W) x 418mm (H) x 175mm (D) 

(16.3" x 16.5" x 6.9") 
Box: 528mm (W) x 569mm (H) x 251 mm (D) 

(20.8" x 22.4" x 9.9") 

WEIGHT 

Net: 6.0 Kg. (13.2 lbs.) 
Gross: 8.5 Kg. (13.21 lbs.) 

WARRANTY 

3 Year Limited Parts and Labor 

OTHERS 

Wall Mountable 
Tilt Angle -5, +15 
PC & Mac Compatible 


Rad-7 


17" Ultra-Thin LCD Flat Panel 



The ultra-thin Rad-7 analog LCD panel delivers crisp, 
clear image on a 17.0" viewable screen. If you need an 
LCD with a bigger screen size than a 15" and that 
supports a resolution of 1280x1024, the Rad-7 is the 
perfect choice. The ergonomic design combined with 
its sleek look, the Rad-7 adds a great style to your 
working environment. Plus, it's wall-mountable. 
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